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NOTES

4-%4 DIA.x 24"
mcfacﬂ soafrs 1. THE ENGINEER SHALL DETERMINE THE CLASS OF SOIL DURING

EXCAVATION AND SELECT THE DESIGN DEPTH OF FOUNDATION

JoF PLan ANCHOR BOLT (ASTM. 576-1) FROM THE DESIGN TABLE. FOUNDATION DESIGN TABLE
3§ DIA. x 2'-0" : 2. THE DESION DEPTH “D" OF FOUNDATION SHALL BE INCREASED BY DESIGN DEPTH OF FOUND'N REINFORCEMENT IN FOUNDATION
EXOTHERMIC WELD CONNECTION <4 VALUE OF X ACCORDING TO FIELD CONDITIONS. TYPE OF SOIL SINGBE ARM | TWIN DARM ERTSIQERLSE ARA;PIRAL - TWIN ARM
T 3 Vi Vi SPIRAL
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f Sl e 4, THE CONTRACTOR SHALL USE #3 SPIRAL AT & PITCH OR AT
l 4 \\\ -1 si }‘ HIS OPTION MAY SUBSTITUTE #3 TIES AT 12” 0/C. MEDIUM CLAY » gr-pe 10°-9” B-#5 X 9-0”] #3 ¥ 90’ l8-*6 X 107-0"1 ®3 X 100’
t \\ A 5. THE ANCHOR SHALL BE A TACK WELDED TYPE BOLT OR HOOK
N\ WA TYPE BOLT. COLD BENDING OF THE HOCK BOLT WILL NOT BE ALLOWED. STIFF CLAY 7-0" 8-0”  18-#6 X 6'-6/| *3 X 66" |8-*6 X 7'-6"| *3 X 76’
EXOTHERMIC WELD N AN
CONNECTION —~._ AL N 6. THE ANCHOR BOLTS AND RACEWAYS SHALL BE PROPERLY SECURED
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SEouND RoD i .07 T H OF THE ANCHOR B S T
8,0 ’ g - . THE ENTIRE LENGTH OF THE ANC OLTS AS WELL AS THE NUTS AND
& DIA. x 10° LONG- - e oy , — ,
r’/ % WASHERS SHALL BE HOT DIP GALVANIZED IN ACCORDANCE WITH THE MEDIUM SAND -3 9-0' 8-%6 X 8-0"| 3 X T8’ [B-#6 X 8'-6"| *3 X 85
-7 ) REQUIREMENTS OF ASTM DESIGNATION A 153.
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5 . = 3% DsIcA's )L 38" RAD. RACEWAYS BE CURED FOR (10) TEN DAYS BEFORE THE LIGHT STANDARD IS ERECTED. ROCK OR
t C e PVC~ HEDULE 40. 570 5.0
H o SOLIDIF NONE NONE NONE NONE
© Y (2 REQ. MIN EACH FOUNDATION 9. THE CABLE TRENCH SHALL BE BACKFILLED AND FIRMLY COMPACTED OLIDIFIED SLAG
A B BEFORE THE LIGHT IS ERECTED. (FROM IDOT STANDARD FOUNDATION DRAWING)
F- T
AR 10. ANCHOR BOLTS PROJECTION ABOVE THE TOP OF THE FOUNDATION SHALL BE
/ e ACCORDING TO THE REQUIREMENTS OF POLE MANUFACTURER,
8 - #6 VERTICAL BARS— T
#3 STIRRUPS AT 18° 0.C. / 1. RACEWAYS SHALL PROJECT 1" ABOVE THE TOP OF THE FOUNDATION.
OR #3 SPIRAL CAGE ———-t. 12. THE CONTRACTOR SHALL COORDINATE THE EXTENSION OF ANCHOR BOLTS
ABOVE TOP OF FOUNDATION WITH THE BREAKAWAY DEVICE MANUFACTURER'S
- REQUIREMENTS.
w0
of - 13. A MINIMUM OF 37 OF THE THREADING ON THE ANCHOR BOLTS SHALL
. t T T3 LooPS MIN. AT TOP AND BOTTOM REMAIN BELOW THE TOP OF THE FOUNDATION.
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3§ 3 ,,,f-” <3 14, REINFORCEMENT BARS SHALL COMPLY WITH ARTICLE 1006.10 OF THE STANDARD SPECIFICATION.
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